CALIFORNIA AIR RESOURCES BOARD
MONTHLY QUALITY MAINTENANCE CHECK SHEET
TECO MODEL 42 NO-NO2-NOX ANALYZER

Location: Month/Year

Station Number: Technician:

Property Number: Agency:
Electronic Zero Electronic F/S Internal Settings

Converter
Sample| Temp

DATE NO NO2 | NOx NO NO2 | NOx | O3 flow| Flow Setting Vacuum

Diagnostic Parameters Readings

DATE:
F. Scale | Full Scale, ppb
Integrating Time, sec
cl Cooler Temp, °C
cn Converter Temp, °C
rc RX Chamber Temp, °C
b.1 NO Zero Background
b.3 NOx Zero Background
S.F. NO Span Factor
b.f. NOx Balance Factor
C.E. Converter Efficiency
0 Analog Offset
Flow: Display= Actual=
OPERATOR INSTRUCTIONS:
1. Daily checks: Review data and strip charts.

2. Weekly Checks: Perform electronic zero and full-scale checks.
Record internal setting and diagnostic readings.
Change inline particulate filter: Date / / /

3. Semi-Annual: Calibrate analyzer. Date last calibrated:

Date Comments or Maintenance Performed:

Reviewed by: Date:
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